Group A — Arden

A-006

A-227

A-507

A-062

A-263

A-510

Soft Seating

Pattern Book

A-602 A-617 A-901

Arden

Composition: polyester 18% + polyurethane 2% + pvc 80%

Test Type Unit Across Along Method
Tensile Strength N > 340 > 365 1ISO 1421
Tear Strength N > 25 ) >3 ISO 46742
Elongation At Break % 85 +20% ) 85 +20% ISO 1421
Weight or/m? 1500 +5 ISO 2686 -2
Thickness mm 0,95 +5% 1ISO 2686 -3
Abrasion RUB > 22,000 DIN 53863
Peel Adhesion N > 45 1ISO 1421
Flexometer FLX > 100,000 ISO 7854
Light Fastness BW light colors > 4 dark colors > 4 ISO 105B02
Colour Fastness to Rubbing GS wet > 3 ) ) dry > 3 ISO 105X12




Soft Seating

Group A - Fiji

YA 305 YA 307 YA 308 YA 310

YA 311 YA 312 YA 314 YA 315

YA 317 YA 319
Fiji
Composition: 100% polyester non metalic dyestuffs
Width . 170 cm +2% usable :
Weight - 260 g/ m? +5% (440 g / Imt +5%) _ -
Abrasion Resistance 50,000 martindale cycles with a 5 year guarantee of wearability (full details available)
Flammability BS EN 1021 - 1: 2006 (cigarette), BS EN 1021 - 2: 2006 (match)

BS 7176: 2007 low hazard, BS 476 part 7 class 1
Note: flammability performance is dependent on components used.

Light Fastness 6 (ISO 105 - B02:1999)
Fastness to Rubbing wet: 4 dry: 4 (ISO 105 - X12:2002) ) )
Maintenance = Vacuum regularly. Wipe clean with a damp cloth or shampoo using proprietary upholstery shampoo.

Color Matching Batch to batch variations in shade may occur within commercial tolerances.




Soft Seating

Group B - Elly
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Elly
Composition: polyester 27% + polyamide 34% + acrylic: 39%

Test Type Unit Across Along Method
Tensile Strength N > 3560 > 350 ISO 1421
Tear Strength ) N ) > 20 ) ) > 20 ] ) ISO 46742
Weight _ _ gr/ m2 _ _ 405 %5 _ 180 2686 -2
Abrasion ) ; RUB ) ) ~>15,000 ) ) ) DIN 53863
Light Fastness BW light colors > 4 dark colors > 5 ISO 105B02
Colour Fastness to Rubbing GS wet > 4 dry > 4 ISO 105X12
Easy Clean NO

Across cm 141 2%

Roll Length m 50 +2%




Soft Seating

Group B - Furnisoft

F-317

F-625
F-901
Furnisoft
Composition: polyester 18% + polyurethane 2% + pvc 80%
Test Type Unit Across Along Method
Tensile Strength N > 340 > 365 ISO 1421
Tear Strength N > 25 > 35 ISO 46742
Elongation At Break: % ) 85 £20% ) 85 +20% ) ISO 1421
Weight o ) ar/ m_2 ) ) ) 500 5 ) ) ISO 2686 -2
Thickness mm 0,95 +5% ISO 2686 -3
Abrasion RUB > 40,000 DIN 53863
Peel Adhesion N > 60 ISO 1421
Flexometer FLX > 200,000 ISO 7854
Light Fastness BW light colors > 4 dark colors > 4 ISO 105B02

Colour Fastness to Rubbing GS ~ wet>3 ) dry > 5 ISO 105X12




Soft Seating

Group B - Oslo

e
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0O-114621 0O-114622

Oslo

Composition: 100% PES

Test Type Unit Value Method
Weight gr/Imt 570

Thickness ) ) mm )

Width _ _ o cm _ 142 (£2%)

Tensile Strength ) ) N

Tear Strength N

Resistance to abrasion tour 25,000 ISO 12947 -2
Pilling 4 ISO 12945 -2
Colour Fastness wet > 4 dry > 4 ISO 105X12

Light Fastness 4 XENOTEST ISO 105/B02




Soft Seating

Group B - Risus
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Soft Seating

Risus

Composition: polyester 32% + cotton 15% + polyurethane: 53%

Test Type Unit Across Along Method
Tensile Strength N >450 ) > 450 ) ISO 1421
Tear Strength N > 50 > 50 ISO 46742
Elongation At Break % 35 £20% 20 £20% ISO 1421
Weight gr/m2 380 +5 ISO 2686 -2
Thickness mm 0,8 +5% ISO 2686 -3
Abrasion RUB > 40,000 DIN 53863
Peel Adhesion N > 60 ISO 1421
Flexometer FLX > 200,000 ISO 7854
Light Fastness BW light colors > 4 ) dark colors > 4 ISO 105B02
Colour Fastness to Rubbing GS wet > 3 dry > 5 ISO 105X12

Group B — Valente

V-003 V-020 V-315 V-580

V-610 V-625 V-901

Valente

Composition: polyester 22% + cotton 11% + polyurethane 2% + pvc 65%

Test Type Unit Across Along Method
Tensile Strength N > 240 > 300 ISO 1421
Tear Strength N > 25 > 25 ) ISO 46742
Elongation At Break % 200 +20% ) 60 +20% ISO 1421
Weight gr/m? 600 +5 _ ISO 2686 -2
Thickness mm 1,2 +5% ISO 2686 -3
Abrasion RUB > 15,000 DIN 53863
Peel Adhesion N > 45 ISO 1421
Flexometer FLX > 100,000 ISO 7854
Light Fastness BW light colors > 4 dark colors > 4 ISO 105B02

Colour Fastness to Rubbing GS wet > 3 ) dry > 5 ) ISO 105X12




Soft Seating

Pattern Book

Group B — XtremePlus

YS-159

XtremePlus
Composition: recycled polyester FR non metalic dyestuffs

Width . 140 cm +2% usable :

Weight - 310 g/ m? +5% (435 g / Imt +5%) -

Abrasion Resistance 100,000 martindale cycles with a 10 year guarantee of wearability (full details available)
Pilling 5 (BS EN ISO 12945-2: 2000) (scale: 1-5, 5 is the best)

Flammability BS EN 1021 - 1: 2006 (cigarette), BS EN 1021 - 2: 2006 (match)

BS 7176: 2007 low hazard, BS 5852: 2006 section 4 Ignition source 5
BS 7176: 2007 medium hazard, UNI 8456 & UNI 9174 class 1, NF - P - 92 - 507 M1, NF D 60-013: 2006, DIN 4102 B1

Light Fastness 6 (ISO 105 - B02:1999) )
Fastness to Rubbing wet: 4 dry: 4 (ISO 105 - X12: 2002) - )
Maintenance washable to 6° C. vacuum regularly. wipe clean with a damp cloth or shampoo using proprietary upholstery shampoo

Color Matching batch to batch variations in shade may occur within commercial tolerances




Soft Seating

Group C - Antelope

AN-117 AN-140

AN-381 AN-402 AN-522

AN-560 AN-610 AN-704

AN-722 AN-730 AN-800

Antelope

Composition: polyester 17% + polyamide 28% + cotton 9% + acrylic 46%

Test Type Unit Across Along Method
Tensile Strength N > 350 > 350 ISO 1421
Tear Strength ] N > 20 > 20 ) ISO 46742
Weight - ~ gr/m? _ 500 45 _ ISO 2686 -2
Abrasion ) = RUB ] > 75,000 ) DIN 53863
Light Fastness BW light colors > 4 dark colors > 5 1ISO 105B02
Colour Fastness to Rubbing GS wet > 4 dry > 4 ISO 105X12
Easy Clean YES

Across cm 141 £2%

Roll Length m 35 +2%




Soft Seating

Pattern Book

Group C - Rhino

RH-001

RH-035

RH-050

RH-340 RH-605 RH-901
Rhino

Composition: polyester 33% + cotton 30% + polyurethane 37%

Test Type Unit Across Along Method
Tensile Strength N > 450 > 550 ISO 1421
Tear Strength ) N >75 > 90 ISO 46742
Elongation At Break: % 30 £20% ) 20 £20% ISO 1421
Weight | gr / m? 705 ISO 2686 -2
Thickness mm 2,55 +5% ISO 2686 -3
Abrasion RUB > 40000 DIN 53863
Peel Adhesion N > 45 ISO 1421
Flexometer FLX > 100000 ISO 7854
Light Fastness BW light colors > 4 dark colors > 5 ISO 105B02
Colour Fastness to Rubbing GS ~wet >3 dry > 5 ISO 105X12




Soft Seating

Group C — Sabine

S-ANTHRACITE S-APRICOT S-AQUA S-BLACK

S-CHERRY S-CHOCO

S-LILAC S-PINK S-SILVER S-TAUPE

S-WHITE S-YELLOW

Sabine

Composition: 100% polyester

Test Type Unit Value Method

Weight gr / Imt 700 - 500

Width _ _ mm - 140 (+£2%)

Roll meter . . _m B 40 . . .

Strength Abrasive cycle 92,000 DEN ISO 12947 - 1+2
Pilling ' ' ' - 4-5 ' ' 1SO 12945 -2

Colour Fastness wet > 5 dry >5 ISO 105X12

Flame Reterdancy CRIP 5 BS 5852




Soft Seating

Pattern Book

Group D - Blazer




Soft Seating

Pattern Book

Group D - Blazer




Soft Seating

Group D - Blazer

CcuUz 82 CUZ 83 CUZ 85 CuUz 87
CUZ 88 CUZ 89 CUZ 90
Blazer

Composition: 100% virgin wool non metallic dyestuffs

Second Nature renewable & compostable / EU flower certified

Width o 140 cm minimum ) ]

Weight - 460 g/ m? +5% (635 g / Imt +5%)

Abrasion Resistance 5 year guarantee / 50,000 martindale cycles (full details available)
Flammability BS EN 1021 - 1: 2006 (cigarette), BS EN 1021 - 2: 2006 (match)

BS 7176: 2007 low hazard, BS 5852: 2006 section 4 Ignition source 5
BS 7176: 2007 medium hazard, UNI 8456 & UNI 9174 class 1, NF - P - 92 - 507 M1, NF D 60-013: 2006, DIN 4102 B1

Light Fastness 5 (ISO 105 - B02:1999) )
Fastness to Rubbing wet: 4 dry: 4 (ISO 105 - X12: 2002) . -
Maintenance vacuum regularly. professionally dry clean or wipe clean with a damp cloth.

Color Matching batch to batch variations in shade may occur within commercial tolerances




Soft Seating

Group E - Stripes

ST AT I RSN

SZYO01 SZY02 SZY03
Stripes

Composition: 95% pure new wool + 5% polyamide

Width - 140 cm +2% usable -

Weight 3559/ m? +5% (470 g / Imt £5%)

Abrasion Resistance 80,000 martindale cycles

Flammability BS EN 1021 - 1: 2006 (cigarette), BS EN 1021 - 2: 2006 (match)

BS 7176: 2007 low hazard, BS 5852: 2006 section 4 Ignition source 5
BS 7176: 2007 medium hazard, UNI 9175 class 1 IM (over FR PU 35 kg / m3 foam)

Light Fastness 5 (ISO 105 - B02:1999)
B Ty B B O O O e
Maintenance — vacuum regularly. professionally dry clean or wipe clean with a damp cloth

Color Matching batch to batch variations in shade may occur within commercial tolerances




Soft Seating

Group F — Ocean

GHIA 404

BIANCO 401

Sy

RN R O
FUMO 408

= NS

MORO 420 NERO 423 BORDO 431 ZINC 434

SWAMP 439 SHADOW 440 NOUGAT 441
Ocean
Composition: embossed corrected grain genuine leather
Test Type Unit Value Method
Thickness mm 0,8-10
Average size of each hide is around m? 4,5 DIN 53863
Flexing Endurance ) ) ) cycles > 50,000 ISO 5402
Color fastness to light ) ) ) blue scale ) >5 ISO 105B02
Color Fastness to Rubbing wet > 3 dry > 5 ISO 11640
Tear Strength N >.20 ISO 3377-1
Finish adhesion N/cm >25 ISO 11644
Burning behaviour cigarette and match flame OK EN 1021/ 1-2




